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Material Safety Data Sheet

Section 1 - Chemical Product and Company Identification

Sample Name: E-cigarettes Cartridge

Synonyms: --

Molecular Formula: --

Company Identification: CIXI E-CIG TECHNOLOGH INC., LTD.

Mainland Address: NO. 145 DanShan N. RD 2-4 F1 High-Tech Building, Cixi
City, Zhejiang China

TEL: +86 574 63036932

FAX: +86 574 63036832

Post Code: 315300

Section 2 - Composition, Information on Ingredients

. Percent
Chemical Name CAS No. EINECS
(by weight)
Stainless steel 35% 12597-69-2 N/A
0-50- -159-
frass 41% 7440-50 8(c0|fzper) 231-1 6 (co?per)
7440-66-6(zinc) 231-175-3 (zinc)

Fiber 10% N/A N/A

Plastic 6% N/A N/A

Paper 8% 9004-34-6 N/A

Section 3 - Hazards Identification

EMERGENCY OVERVIEW
This product, when used under reasonable conditions, should not present a
health hazard. Iron bit will not easily cause fire. Small clips, fine turnings
and dust from processing may be readily ignitable,
Target Organs: No data available.
Hazard Sorts: No data available.
Potential Health Effects:
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» Eye: No health effects are expected under normal use.

» Skin: No health effects are expected under normal use.

» Ingestion: Will not occur under normal use. However, if occurs, may
cause irritation.

» Inhalation: No health effects are expected under normal use.

Section 4 - First Aid Measures

Eyes: Flush eye with plenty of water. Seek medical attention if necessary.

Skin: Flush skin with plenty of water. Seek medical attention if irritation

occurs.

Inhalation: Remove to fresh air. Clean mouth and keep respiratory tract
flowing. If rapid recovery does not occur, obtain medical
attention.

Ingestion: If irritation occurs, DO NOT induce vomiting. If conscious and

alert, rinse mouth and drink 2-4 cupfuls of milk or water. Seek
immediate medical attention.

Section 5 - Fire Fighting Measures

General Information: The product is a stripy which is not suspected to
easily cause fire. Dust/fines dispersed in the air may
be flammable. As in any fire, wear a self-contained
breathing apparatus in pressure-demand and full
protective gear.

Extinguishing Media: Use Class D extinguishing agents on dusts, fines or
molten metal. Use coarse water spray on chips and
turnings. Do NOT use halogenated agents on small
chips, dusts or fines. Water around molten metal.

Section 6 - Accidental Release Measures

General Information: Use proper personal protective equipment as
indicated in Section 8.
Spills/Leaks: Collect scrap for recycling.
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Section 7 - Handling and Storage

Storage: Store in a cool, dry, well-ventilated area away from heat or oxide
agents.
Handling: Avoid generating dust. Avoid contact with sharp edges or heated
metal. Be careful, hot and cold aluminum are not vissually
different, hot aluminum dose not necessarily glow red.

Section 8 - Exposure Controls, Personal Protection

Exposure Limit:

Composition: Steel

- TLV-TWA 5 mg/m3 (ACGIH, as Iron oxide fume)

= REL-TWA 5 mg/m3 (NIOSH, as Iron oxide fume)

- PEL-TWA 10 mg/m3 (OSHA, as Iron oxide fume)

Composition: Copper

- TLV-TWA 0.2 mg/m3 (ACGIH,Fume)

Composition: Zinc

- TLV-TWA 5 mg/m3 (ACGIH,as Zinc oxide fume)

Composition: Paper (as Cellulose)

- TLV-TWA 10 mg/m3 (ACGIH,as Cellulose)

- PEL-TWA 15 mg/m3 (OSHA,total, as Cellulose) 5 mg/m3 (OSHA,resp,

as Cellulose)

Monitoring Methods: No information found.

Engineering Controls: Sufficient ventilation.

Personal Protective Equipment:

» Eyes: No special requirement. Appropriate protective eyeglasses is
recommended,

» Skin: No special requirement.

» Clothing: Wear appropriate clothing.

» Respirators: Use an appropriate respirator if dusts/fines generate, or if

irritation or other symptoms are experienced.

Section 9 - Physical and Chemical Properties

Physical State: Cylindrical solid, brown
Odor: Odorless
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Molecular Formula: N/A
Molecular Weight: N/A
Specific Gravity/Density: N/A
pH: N/A
Vapor Pressure: N/A
Vapor Density: N/A
Evaporation Rate: N/A
Viscosity: N/A
Melting Point: N/A
Boiling Point: N/A
Freezing/Melting Point: N/A
Ignition Temperature: N/A
Flashing Point: N/A
Decomposition Temperature: N/A
Solubility: Insoluble in water

Section 10 - Stability and Reactivity

Chemical Stability: Stable under normal pressure and temperature.
Conditions to Avoid: Excess heat.

Incompatibilities with Other Materials: Strong oxidizing agents.
Hazardous Decomposition Products: Will not occur.

Hazardous Polymerization: Will not occur.

Section 11 - Toxicological Information

Toxicological Information:
Composition: Steel (as Iron)

- LD50: 20000 mg/kg (Ingestion, guinea pig)
Composition: Copper

- LD50: >1124 mg/kg(oral, rat)

- LD50: >2058 mg/kg(oral, rabbit)

- LC50: 1303 mg/m3 (Inhalation,rabbit)
Composition: Zinc (as Zn0)

- LD50: >5000 mg/kg(oral, rat)
Carcinogenicity: Not listed by ACGIH, IARC, NTP, or CA Prop 65.
Sensitization Rate: No data available.
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Section 12 - Ecological Information

Ecological Toxicity: No ecotoxicity data was found for this product.
Ecological Degradation: No data available for product.
Aquatic Toxicity: No information available for product.

Section 13 - Disposal Considerations

Chemical waste generators must determine whether a discarded chemical
is classified as a hazardous waste. Additionally, waste generators must
consult state and local hazardous waste regulations to ensure complete
and accurate classification.

Section 14 - Transport Information

Not regulated as a hazardous material for transportation.(D.O.T; TDG;
IMDG; IATA DGR)

UN: N/A

Classification: N/A

Packaging Sign: N/A

Shipping Name: N/A

Packaging Category: N/A

Packaging Method: N/A

Shipping Notice: N/A

Section 15 - Regulatory Information

Regulatory Information: Reference to the local, national and EU /
international regulations.

Hazard Symbols: N/A

Safety Description: N/A
Risk Codes: N/A

Section 16 - Additional Information |
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